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SYSTEM EXAMPLES

Via an Intranet or Internet. The versatility to accommodate either system.

MAJOR OPERATING CONTROLS

SPECIFICATIONS

93 12
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APPEARANCE

Unit: mm

Closed Circuit Video Equipment

Network Colour Camera

WV-NM100

Camera Function
Pick-up Device 1/4-type solid state image sensor 
Effective Pixels 660 (H) x 492 (V) pixels
Min. Illumination 2 lx (electronic sensitivity x 10), 10 lx (electronic sensitivity off)
Picture Sampling at Image Sensor 30 ips
Lens Fixed focal type
Panning Angle 140 degree (±70°)
Tilting Angle 120 degree (+30° - –90°)
Pan / Tilt Preset Eight (8) position
Network Function
Image Compression Type JPEG / MPEG4 Selectable 

(requires standard plug-in software for MPEG4)
Image Size JPEG: VGA (640 x 480), GVGA (320 x 240), QQVGA (160 x 120)

MPEG4: CIF (352 x 288), QCIF (176 x 144)
Protocol Supported TCP/IP, UDP/IP, HTTP, FTP, SMTP, RTP, DNS, DDNS,

DHCP, ARP, BOOTP, SNMP, NTP
Network 10Base-T / 100Base-TX (RJ-45 x 1)
General
Alarm Interface Alarm input x 1, Alarm output x 1, Aux output x 1
Power Supply DC9V (AC Adaptor is standard accessory)
Power Consumption 9W
Ambient Operating Temperature 0°C - +40°C
Dimensions 93 (W) x 95 (H) x 61.5 (D) mm
Weight (approx.) 180g (except AC adaptor)

A s ing l e c ame r a c an s t a r t you r  

n e two rk i ng expe r i en c e .

View visitors approaching your

home, and monitor the safety of

children from almost anywhere.

Home Security

Observe entry points in office buildings,

lobbies, and branch offices while

remaining at your desk.

Office Security  

Monitor manufacturing lines in

the factory or storage facilities

in the field.

Field Management

Transmit images of store campaigns

or special events.

*The above all pictures are simulated for the purpose of this explanation, actual images may differ.

Transmission of Information

Monitor congestion in

theme parks, libraries,

hospitals and airport

facilities.
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Network Colour Cameras

Camera images are 
browsed on a PC 
via the same network.

Camera images are 
browsed on PCs 
via a remote network.
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PC

CATV

HUB

ROUTER

Remote Monitoring

Internet
ISPISP

Camera images are browsed by 
remote access via the Internet.

Network Colour Cameras

The WV-NM100 plays an active part 

in a broad range of applications.

Services

Monitoring System Utilizing an Intranet

System utilizing the Internet

DISTRIBUTED BY:

Panasonic is the brandname of Matsushita Electric.

WV-JKNM100C (2N-700)Printed in Japan 

System Solutions Company
Matsushita Communication Industrial Co.,Ltd.
4-3-1,Tsunashima-higashi, Kohoku-ku, Yokohama,
223-8639, Japan 
Tel    81(0)45-540-5769
Fax  81(0)45-540-5773
URL
http://www.mci.panasonic.co.jp/english/prdct/cctv/index.html

• All pictures in menu are simulated.  • Weights and dimensions are approximate.  • Specifications are subject to change without notice.  • These products may be subject to export control regulations.
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